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Appendix - Reference Information

Specifications and Capacities
CPH-12

Coulter Spacing 7 in 7.5 in 8 in 10 in
Coulters per Hitch 20 19 18 14

Weight 4260 lb (1936 kg) 4190 lb (1905 kg) 4130 lb (1877 kg) 3870 lb (1759 kg)
Transport Width 12 ft 2 in (3.71 m)

Hitch Height 8 ft 10 3/4 in (2.71 m)
Hitch Length 17 ft 8 in (5.39 m)

Transport Tires 9.5L - 15 12 ply

CPH-15
Coulter Spacing 7 in 7.5 in 8 in 10 in

Coulters per Hitch 26 24 22 18
Weight 4800 lb (2182 kg) 4670 lb (2123 kg) 4540 lb (2064 kg) 4280 lb (1945 kg)

Transport Width 15 ft 4 in (4.67 m)
Hitch Height 8 ft 10 3/4 in (2.71 m)
Hitch Length 17 ft 8 in (5.39 m)

Transport Tires 9.5L - 15 12ply

CPH-20
Coulter Spacing 7 in 7.5 in 8 in 10 in

Coulters per Hitch 34 32 30 24
Weight 5550 lb (2523 kg) 5420 lb (2464 kg) 5290 lb (2405 kg) 4900 lb (2227 kg)

Transport Width 20 ft (6.10 m)
Hitch Height 8 ft 10 3/4 in (2.71 m)
Hitch Length 17 ft 8 in (5.39 m)

Transport Tires 11L - 15 12 ply

Tire Inflation Chart

Tire Size Inflation

7.50 x 20" 4-Ply Drill Rib 28 psi
9.0 x 22.5 10-Ply Highway Service 70 70 psi
9.0 x 24" 8-Ply Rib Implement 40 psi
9.5L x 15" 6-Ply Rib Implement 32 psi
9.5L x 15" 8-Ply Rib Implement 44 psi
9.5L x 15" 12-Ply Rib Implement 60 psi
11L x 15" 6-Ply Rib Implement 28 psi
11L x 15" 12-Ply Rib Implement 52 psi
12.5L x 15" 8-Ply Rib Implement 36 psi
12.5L x 15" 10-Ply Rib Implement 44 psi
16.5L x 16.1" 10-Ply Rib Implement 36 psi
41 x 15" x 18 - 22-Ply Rib Implement 44 psi

Tire Warranty Information

All tires are warranted by the original manufacturer of the tire. 
Tire warranty information is found in the brochures included 
with your Operator’s and Parts Manuals or online at the 
manufacturer’s web sites listed below. For assistance or 
information, contact your nearest Authorized Farm Tire 
Retailer.
Manufacturer Web site
Titan www.titan-intl.com
Goodyear www.goodyearag.com
Firestone www.firestoneag.com

http://www.titan-intl.com
http://www.firestoneag.com
http://www.firestoneag.com
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Torque Values Chart
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25199m

Bolt
Size

Bolt Head Identification
Bolt
Size

Bolt Head Identification

Grade 2 Grade 5 Grade 8 Class 5.8 Class 8.8 Class 10.9
in-tpia N-mb N-m N-m mm x pitchc N-m N-m N-m
1⁄4-20 7.4 11 16 M 5 X 0.8
1⁄4-28 8.5 13 18 M 6 X 1 7 11 15
5⁄16-18 15 24 33 M 8 X 1.25 17 26 36
5⁄16-24 17 26 37 M 8 X 1 18 28 39
3⁄8-16 27 42 59 M10 X 1.5 33 52 72
3⁄8-24 31 47 67 M10 X 0.75 39 61 85
7⁄16-14 43 67 95 M12 X 1.75 58 91 125
7⁄16-20 49 75 105 M12 X 1.5 60 95 130
1⁄2-13 66 105 145 M12 X 1 90 105 145
1⁄2-20 75 115 165 M14 X 2 92 145 200
9⁄16-12 95 150 210 M14 X 1.5 99 155 215
9⁄16-18 105 165 235 M16 X 2 145 225 315
5⁄8-11 130 205 285 M16 X 1.5 155 240 335
5⁄8-18 150 230 325 M18 X 2.5 195 310 405
3⁄4-10 235 360 510 M18 X 1.5 220 350 485
3⁄4-16 260 405 570 M20 X 2.5 280 440 610
7⁄8-9 225 585 820 M20 X 1.5 310 650 900

7⁄8-14 250 640 905 M24 X 3 480 760 1050

1-8 340 875 1230 M24 X 2 525 830 1150

1-12 370 955 1350 M30 X 3.5 960 1510 2100

11⁄8-7 480 1080 1750 M30 X 2 1060 1680 2320

11⁄8-12 540 1210 1960 M36 X 3.5 1730 2650 3660

11⁄4-7 680 1520 2460 M36 X 2 1880 2960 4100

11⁄4-12 750 1680 2730

13⁄8-6 890 1990 3230 a. in-tpi = nominal thread diameter in inches-threads per inch

13⁄8-12 1010 2270 3680 b. N· m = newton-meters

11⁄2-6 1180 2640 4290

11⁄2-12 1330 2970 4820

c. mm x pitch = nominal thread diameter in mm x thread pitch

Torque tolerance + 0%, -15% of torquing values. Unless otherwise specified use torque values listed above.

5.8 8.8 10.9

25199

ft-lbd ft-lb ft-lb ft-lb ft-lb ft-lb
5.6 8 12

6 10 14 5 8 11

11 17 25 12 19 27

13 19 27 13 21 29

20 31 44 24 39 53

22 35 49 29 45 62

32 49 70 42 67 93

36 55 78 44 70 97

49 76 105 66 77 105

55 85 120 68 105 150

70 110 155 73 115 160

79 120 170 105 165 230

97 150 210 115 180 245

110 170 240 145 230 300

170 265 375 165 260 355

190 295 420 205 325 450

165 430 605 230 480 665

185 475 670 355 560 780

250 645 910 390 610 845

275 705 995 705 1120 1550

355 795 1290 785 1240 1710

395 890 1440 1270 1950 2700

500 1120 1820 1380 2190 3220

555 1240 2010

655 1470 2380

745 1670 2710

870 1950 3160
d. ft-lb = foot pounds

980 2190 3560

3 5 7
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©Great Plains Manufacturing Inc., 2004-GPSV

Great Plains (a division of Great Plains Manufacturing, Inc.) warrants to the original 
purchaser that this Great Plains machine will be free from defects in material and 
workmanship for a period of one year (Parts & Labor) from the first use date when used as 
intended for personal use; ninety days for custom/commercial or rental use.

Second year limited warranty covers Parts ONLY (personal usage only, excluding labor and 
wear items). This warranty is limited to the replacement of any defective part by Great Plains. 
Great Plains reserves the right to inspect any equipment or part which are claimed to have been 
defective in material or workmanship.

The following items and/or conditions are NOT COVERED UNDER WARRANTY: 
Failures resulting from the abuse or misuse of the equipment, failures occurring as a result 
of accidental damage or Force Majeure, failures resulting from alterations or 
modifications, failures caused by lack of normal maintenance as outlined in the operator’s 
manual, repairs made by non-authorized personnel, items replaced or repaired due to 
normal wear (such as wear items and ground-engaging components includiing, but not 
limited to, disc blades, chisel points, tires, bushings, and scrapers), repeat repair due to 
improper diagnosis or improper repair by the dealer, temporary repairs, service call and /or 
mileage to and from customer location, overtime premium, or unit hauling expenses. The 
warranty may be voided if the unit is towed at speeds in excess of 20 miles per hour (32 
kilometers per hour), or failures occurring from soils with rocks, stumps, or other 
obstructions.

Great Plains reserves the right to make changes in materials or design of the product at any 
time without notice. The warranty shall not be intepreted to render Great Plains liable for 
damages of any kind, direct or consequential or contingent to property. Furthermore, Great 
Plains shall not be liable for damages resulting from any cause beyond its control. This 
warranty does not extend to crop loss, losses caused by planting or harvest delays or any 
expense or loss of labor, supplies, rental machinery, or for any other reason.

No other warranty of any kind whatsoever expressed or implied, is made with respect 
to this sale; and all implied warranties of merchantability and fitness for a partciular 
purpose which exceed the obligations set forth in this written warranty are hereby 
disclaimed and excluded from this sale.

This warranty is not valid unless registered by a certified Great Plains dealer.

Effective July 15, 2020

WARRANTY
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Great Plains, Mfg.
1525 E. North St.
P.O. Box 5060
Salina, KS 67402


